
Existing Brick Wall
Thk 100mm.

Insulation thk. 50mm.

10010

Sealant

Double layers of Gyproc plasterboard
fixed to each Gypframe C-Stud with
drywall screws at 300mm. centers
jointing with Gyproc jointing and Gyproc cotton tape

Gyproc Framing U-Track suitable fixed to
soffit at centers not exceeding 600mm.
(Channel over 72mm. wide should have
300mm. centers staggered fixing)

Gypframe C-Stud at 600mm. centers
or 400mm. centers for wet area

Gyproc Framing U-Track suitable fixed to
floor at centers not exceeding 600mm.
(Channel over 72mm. wide should have
300mm. centers staggered fixing)

Gyproc Jointing

Sealant

32mm.

Gypframe Fixing Strap
to support outer layer horizontal
board joints at 300mm. centers

Expansion Bolt 6mm.

Face Bracing : Gyproc Framing
U-Track76@1200mm. vertically

Support : Gyproc Framing
U-Track76 fixed with existing
wall@1200mm. vertically

This drawing is provided to customers free of charge and the details show are subject to the accuracy of the information provided to  Thai Gypsum at the time
the drawing was originally requested. As a result of this sole liability for the details show cannot be accepted by Thai Gypsum. the drawing should therefore be
approved by the project design and management authority before use to ensure that it meets with their specific project requirements. lt should also be read in
conjunction with Thai Gypsum's current literature available at www.thaigypsum.com - Toping and finishing in accordance with  Thai Gypsum's current
recommendations is assumed - We would also draw your attention to the Construction (Design and Management) which detail the legal duties of clients, client's
agents, designers and contractors involved in construction projects.

Gypwall IWL - Double Layers Section

Title :

GypWall - Installation Standard.dwg

GW.0.17.0181 28 Feb 2021

Dhittita C.

None

File Ref :

Dwg no. :

Drawned : Approved :

Teerasak T.

1

Project :

-

Rev. : Scale : Date :

AutoCAD SHX Text
Technical Center


	Sheets and Views
	Double


